STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATIO
GENERAL NOTES N N N

Reinfercement bars shall conform to the requirements of ASTM A 706 > TOTAL BILL OF MATERIAL

Gr 60. See Special Provisions.

2. Reinforcement bars designated (E) shall be epoxy coated. ITEM UNIT SUPER SuB TOTAL
fi /) r i oo, o - - o o -~
3. Frior to pouring the new concrele deck, oll heavy or loose rust, loose mill Concrete Removal Cu. vd. 236 23.6
scale, and other loose or potentially detrimental foreign material shall be Protective Shi a 4 443
Protective Shield Sq. rd. 2,443 2,443
removed from the surfaces in contact with concrete. Tightly adhered paint may INDEX OF SHEETS = = - » 235 536
remain unless orhzrwise noted. Removal shall be accomplished by methods 1 General Pion and Elevation Concrete Supersiruciure Cu. 7d. 20 b
that will not damage the sisel and the cost will be included in the pay item Pl pron and Lo . , . Bridoe ¢ Grooving Sq. vd. 2,021 2,121
c’*‘vyp"/‘ng remova) UQ/[ the oxl ',',79 concrete. pay ite 2. General Notes, Bill of Material and Index of Sheets Bridge Deck Grooving 7
overin n the existil refe. N
p Lo oy R : s Stage Consiruction Detal Protective Coat Sq. vd. | 2,234 2,234
As directed by the Engineer, existing construction accessories welded to the 5 ;Wgn C?‘F: rueron Defalls Siub Pepairs rofective Coat 5¢._Yd 23 i
top flange of bsams and girders shall be removed. The weld areas shall be 4. 8ridge Deck and Approach Slab Repalrs Reinforcement Bars, Epoxy Coated Pound 2,450 2,450
ground flush and inspscted for cracks using magnetic particle testing (MT) or 5. Expansion Joint Repairs p
. A ) P ; N o 6. Expansion Joint Detalis Bar Splicers Each 44 44
dye penefrant testing (PT) by qualified personnel approved by the Engineer. 7 Preformed Joint Strio Seql
Any cracks that cannot be removed by grinding 'y inch deep shall be identified g SZZSO;WCC;,;OQG;Cf 0 Preformed Joint Strip Seal Foot 430 3.0
nd r rted # red f Bri - g Struecture - r disposit . rructur epalrs e e . — -
{;7“7 repor re; fo /h@ Bureau of Br /dges_ and Structures zfof fur{/ve‘ disposit 9. Bar Sphicer Assembly Deails Concrete Sealer Sa. FF. 5,588 840 6,428
The cost of removing welded accessories, grinding and inspecting weld areas Rl i ! = = - . — —
and grinding cracks will be paid for according to Article 109.04 of the Bridge Deck Latex Concrefe Overfay, 24" 5q. Ya. 2,187 2,187
fandar: cifications. N N . | - .
Standard Specifications. Structural Repair of Concrste (Depth Equal to or Less than 5 Inches) Sq. F1. 76 7
4. Flan dimensions ond details relative to existing plans are subject to nominal : - A Approgch Slab Repair (Partial Depth) Sq. vd. 5.0 5.0
;cfsrrucﬁon varlations.  The Contractor shall field verify existing dimensions and Exist. ; ) L‘\' ) b Gridgs Deck Hydro- Scarification, 25" Sq. vd. 2,187 2,187
etails affecting new construction and make necessary approved adjustments prior diaph \ LXxisi. girger Typ. - e - 1
. . . ; e aphragm B o I 0D, ) < v, 98.0 98.0
to construction or ordering of materials. Such variations shall rot be cause for fy”pp B L \ \ W\ Deck Slab Repair (Full Depth, Type 1) Sg. vd. 98.0 98.0
agditional compensation for g change in scope of the work, however, the ’ Deck Slob Repair (Full Depth, Type I1I} Sq. Yd. 40.0 40.0
Contractor will be paid for the quantily actually furnished atf the unit price bid — PP T - -
eani intin p / . Ft 5 50
For the work. Toreh cut Cleaning and Painting Exposed Rebar (Special) Sg. F g
top flange B e Clean and Reseal Relief Joint Foot 106.0 106.0
5. Concrefe Sealer shall be applied to the parapets, 307 approach slabs, abutment T N . Y . =
‘ o ; : : ; Clip Existing Beam Flangs Each 3 3
seals and abutment backwalls. Al surfaces to be sealed shall be cleaned rhoroughly e sing !
prior to sealer application. Cost included with Concrete Sealer.
6. The existing structural steel coating contains lead. The Confractor shall take
appropriate precautions to deal with the presence of lead on this project. 3
aeprop P . ' N pro) .~ Face of W. Abut. Backwall
7. Stage construction sholl be utilized to maintain traffic during construction. i A ‘ ** See sheels 3174 thru 317C for Structural Steel Repair Details, Pay Items and Quantities.
¥
8. The Contractor shall exercise care during removal of existing joints to ensure that
ab, beams and diaphragms’ integrity will nci be detfrimentally impacted. The SECTION A-A
ctor shall repalr any damage(s) to the slab, beams and diaphragms caused by )
his operation as directed by the Engineer at no additional cost to the Department. . . A
Exist. — !
9. Protective Coat shall be applied only to the new Bridge Deck Latex Concrefe diaphragm Face of W. Abut.
Overlay. fyp. Backwall
10, Joint openings shall be odjusted according fo Article 520.04 of the Sid. Specs. when }
the deck s poured af an ambient temperature other than 50°F. Torch cuf \
flange U
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DETAIL I YA o P
Chipping of backwail shall be performed Detail 1 — Exisl. girder Iyp. SR
prior to app! n of Concrete Sealer ‘ 1
on the abutment backwall. - A

¥ Cost inoiuded with Clip £xisting SECTION C-C GIRDER ELEVATION GENERAL NOTES, BILL OF MATERIAL

Beam Flange.
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AND INDEX OF SHEETS

DESIGNED - MEB GIRDER FLANGE CLIPPING DETAILS STRUCTURE NO. 022-0097
CHECKED - Kws At West Abutment - 3 thus (Girders 7. 8 & ION)

Cut surfaces shall be ground smooth, spot cleaned, and painted with an aluminum lfred b h& F‘A"L SECTION COUNTY SHEET
DRAWN - RMG epexy mastic primer followed by @ finish coat to mafch the color of the existing ‘E‘ng{n;,s ‘j"‘:j;,a,f."i,.'.‘a"n‘,’,‘;’g SHEET NO. 2 RTE. NO.

beam. Paint shall be applied per ihe requirements of Paint System 2, according to benesch 205 North Michigan Avenue, Suite 2400 290@ 22(1, 1-1, 2&3)RS-7 DUPAGE 546 301
CHECKED KWS the Special Provision "Cleaning and Painting Existing Stes! Structures”. Cost included Chicago, llinois 60601

wilh Clip Existing Beam Flange. See Special Provision for "Clip Existing Beam Flange". 312-565-0450 Job No. 10050 9 SHEETS CONTRACT NO. 60G51
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